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An Investigation of Real Gas
Effects in Supercritical CO2
Centrifugal Compressors
This paper presents a comprehensive assessment of real gas effects on the performance
and matching of centrifugal compressors operating in supercritical CO2. The analytical
framework combines first principles based modeling with targeted numerical simulations
to characterize the internal flow behavior of supercritical fluids with implications for
radial turbomachinery design and analysis. Trends in gas dynamic behavior, not
observed for ideal fluids, are investigated using influence coefficients for compressible
channel flow derived for real gas. The variation in the properties of CO2 and the expan-
sion through the vapor-pressure curve due to local flow acceleration are identified as
possible mechanisms for performance and operability issues observed near the critical
point. The performance of a centrifugal compressor stage is assessed at different thermo-
dynamic conditions relative to the critical point using computational fluid dynamics
(CFD) calculations. The results indicate a reduction of 9% in the choke margin of the
stage compared to its performance at ideal gas conditions due to variations in real gas
properties. Compressor stage matching is also impacted by real gas effects as the excur-
sion in corrected mass flow per unit area from inlet to outlet increases by 5%. Investiga-
tion of the flow field near the impeller leading edge at high flow coefficients shows that
local flow acceleration causes the thermodynamic conditions to reach the vapor-pressure
curve. The significance of two-phase flow effects is determined through a nondimensional
parameter that relates the time required for liquid droplet formation to the residence
time of the flow under saturation conditions. Applying this criterion to the candidate com-
pressor stage shows that condensation is not a concern at the investigated operating con-
ditions. In the immediate vicinity of the critical point however, this effect is expected to
become more prominent. While the focus of this analysis is on supercritical CO2 com-
pressors for carbon capture and sequestration (CCS), the methodology is directly appli-
cable to other nonconventional fluids and applications. [DOI: 10.1115/1.4029616]
Introduction
Despite efforts to utilize reusable energy sources, such as wind
and solar power, fossil fuels remain the primary source of energy
worldwide. Coal-burning power plants produce nearly 40% of car-
bon dioxide emissions worldwide and even a larger percentage is
registered in growing countries [1]. One way to reduce the nega-
tive impact on the environment is by means of CCS. In this pro-
cess, CO2 is captured before being released into the atmosphere,
compressed to very high pressures reaching supercritical state,
and injected deep underground into saline aquifers or coal beds.
At this state, the fluid has density of a liquid and viscosity of a
gas. This makes it a suitable working fluid for extracting natural
gas and oil in enhanced oil recovery (EOR), yielding 50% more
oil than standard methods using air and water. Retrofitting plants
with CCS systems, however, is costly and power requirements can
reach up to 20% of the plant gross power output [2]. In the U.S.
alone, more than 5 billion tons of CO2 per year are released into
the atmosphere [1]. Given the enormous scale of these applica-
tions, efficiency levels can have a dramatic impact on operating
costs and profits. Moreover, it is common practice in industry to
adapt existing turbomachinery to these applications rather than
analyzing the particular features of these unconventional working
fluids. The resulting compressor stages tend to have very low effi-
ciency levels and there is experimental evidence for unstable
behavior when approaching the critical point [3]. The limitations
of typical S-CO2 compressor designs used in industry have been
identified in the literature, see, for example, Ref. [4], and are
associated with increased aerodynamic losses at low-flow-
coefficients. This paper focuses exclusively on the assessment of real
gas effects on the performance and matching of compressor stages.
While much research has been done on characterizing the state
of supercritical fluids, the fluid dynamic effects of supercritical
CO2 on turbomachinery internal flow are still largely unknown. A
study by Lu€udtke [5] compares three of the most common real gas
models: the Benedict, Webb, and Rubin formulation with extension
by Sterling referred to as the BWRS model, the formulation by
Redlich and Kwong augmented by Soave known as the RKS
model, and the Lee and Kesler (LK) model modified by Ploker,
Knapp, and Prausnitz referred to as the LKP model. Compressibil-
ity factors calculated using these models were compared against
gas property tables published in the 1960s and 1970s for selected
fluids. The study found that for CO2 at pressures between 50 bar
and 250 bar the LKP model had the best agreement with experi-
mental data, with deviation of less than 2%. The BWRS model had
significantly worse agreement of up to 5%, while the RKS model
was not recommended at all. A more recent equation of state (EOS)
model, particularly tailored for carbon dioxide, was developed by
Span and Wagner (SW) [6] whose accuracy is shown to be on the
same order as the uncertainty of the experimental measurements,
which is 0.05% for density. The LK model is well-established and
widely used in industry, while the SW model has recently gained
popularity, mainly in science and research, due to emerging new
applications for supercritical CO2. Current practice employs
standard design tools for conventional fluids coupled with ther-
modynamic property models to analyze the performance and the
matching of centrifugal compressor stages operating in supercrit-
ical CO2. In this, a clear description and characterization of the
real gas effects of the fluid on the internal flow behavior and
related mechanisms is missing.
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Recently, efforts are also aimed at improving the compression
process to reduce the power requirements of supercritical CO2
compressors. For example, Moore and Nored [7] propose a quasi-
isothermal compression process using intercooling between each
centrifugal stage to improve efficiency. This approach, however,
adds significant complexity to the system and leads to potential
reliability risks. The development of an internally cooled centrifu-
gal compressor is presented in Ref. [8], where a cooling jacket is
embedded around the gas flow path. The experimental results
from a single stage test rig show that over 50% of the heat addi-
tion by the impeller can be removed. The feasibility of this con-
cept in a multistage configuration at supercritical pressures has yet
to be demonstrated. An alternative method is to liquefy the CO2
after the first vapor compression and to use cryogenic liquid
pumps to reach supercritical pressure. The combined power
requirement for refrigeration and pumping is much lower than for
the pure vapor compression, but there are significant system level
challenges such as the less efficient transport of liquid CO2.
Supercritical CO2 is also being considered for Brayton cycle
applications [9–11] as the liquidlike density and specific heat
capacity of the fluid can potentially increase the power conversion
efficiency. Test loops to demonstrate the feasibility of the concept
and to investigate the system performance and characteristics are
operated at Sandia National Laboratory [3]. The turbomachinery
specifications are presented in Fuller et al. [12], and a two-
dimensional turbomachinery through-flow model is proposed by
Lee et al. [13]. To establish the stage geometry and the perform-
ance maps, different empirical loss models developed for conven-
tional turbomachinery are combined with a real gas EOS. In this,
the direct impact of the real gas effects on the different loss mech-
anisms is neglected. Pecnik et al. [14] present a numerical simula-
tion of a CO2 centrifugal compressor stage operating in the
vicinity of the critical point. The main focus is on validating the
numerical schemes and the interaction between the solver and
the real gas model.
Scope of Paper
While a great deal of work has been carried out on characteriz-
ing the thermodynamic real gas state, very little is known about
the internal flow behavior of supercritical CO2 in fluid machinery.
There is evidence that the performance can be greatly limited and
that serious operability issues can occur when operating CO2 com-
pressors at supercritical conditions near the critical point. The aim
of this paper is to rigorously characterize the impact of real gas
behavior on turbomachinery internal flow when operating closer
and closer to the critical point as illustrated in Fig. 1.
More specifically, the objectives of the paper are to: (1) quan-
tify the limitations of ideal gas based turbomachinery through-
flow analysis at supercritical conditions but away from the critical
point, (2) quantify in a rigorous manner the real gas effects on
compressible flow and gas dynamic behavior near the critical
point, and (3) investigate the root cause and mechanisms responsi-
ble for the compressor performance and operability issues. It will
be shown that, when approaching the critical point, variations in
compressibility and isentropic exponents can significantly impact
the compressor stage matching. Further, while the thermodynamic
state properties can exhibit large changes, the fundamental deriva-
tive of CO2 (the curvature of the isentrope in p-v coordinates)
remains positive away from the critical point, indicating that pos-
sible inversion of gas dynamic effects is not a concern. However,
near compressor choke, shock-induced separation can lead to a
Kelvin–Helmholtz type flow instability. Condensation and CO2
liquid droplet formation can occur in the compressor blade pas-
sage due to local flow acceleration. To address these issues, the
technical approach combines one-dimensional gas dynamic analy-
sis using corrected flow and influence coefficients with two-
dimensional numerical simulations of canonical internal flow
situations and three-dimensional, unsteady real gas calculations of
a representative centrifugal compressor stage approaching the
critical point. Detailed T-s diagrams representing the real gas
thermodynamic properties of CO2 are provided in the Appendix.
Numerical Methods
The commercial solver ANSYS CFX 14 [15] was used for
all computations in this paper. The computational method is based
on a finite-volume approach using an implicit compressible
formulation with second order spatial discretization. The
Reynolds-averaged Navier–Stokes equations are closed through
the two-equation k-x shear stress transport turbulence model.
Due to the large variations in thermodynamic properties of
supercritical CO2, special care was taken in maintaining numeri-
cal stability. The locations of the inlet and exit boundaries were
chosen so as to avoid any boundary interference. The Courant–
Friedrich–Lewy (CFL) number in the steady calculation was
decreased below 1 when approaching the critical point, while the
acoustic CFL number was kept close to unity. In the unsteady cal-
culations near the critical point, refined time steps were required
to maintain the acoustic CFL number below unity, leading to a
time step on the order of 107 s. The total pressure was defined at
the inlet boundary with the flow velocity normal to the boundary.
The compressor stage Reynolds number is on order of 107, and
careful grid refinements near the endwalls and blade boundaries
were required to accurately capture the friction losses. Grid con-
vergence was achieved demonstrating less than 1% change in
velocity, pressure and temperature profiles, and no appreciable
difference in polytropic efficiency and pressure coefficient. The
wall roughness was set to an equivalent sand grain roughness of 0
 hþs  5, representative of a highly polished smooth surface.
For all calculations, the average yþ value was kept close to unity
with at least 13 mesh cells in the boundary layer. The maximum
yþ was about 20, which was reached only in regions with large
local overspeed such as near the impeller leading edge. The total
number of grid points for a single passage calculation amounted
to 2 106. The convergence criteria of the calculation were based
on the reduction of RMS momentum and energy residuals below
105 and RMS of residuals of mass, stage polytropic efficiency,
and pressure coefficient below 106.
The LK and SW real gas EOS models were identified as the
most suitable EOS models for the range of thermodynamic condi-
tions of interest. The LK model is based on the three-parameter
corresponding states principle, where data from several different
fluids are used to develop a general correlation that is applicable
over a wide range of states. Its main drawback is the diminishing
accuracy in the vicinity of the critical point, particularly in the
Fig. 1 Focus of paper is the in-depth assessment of internal
flow behavior as the critical point is approached
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derived properties. The SW model on the other hand is developed
specifically for CO2. The empirical correlation is optimized to fit
experimental measurements of p-v-T data, enthalpy, entropy,
speed of sound, and other properties. Special treatment of the crit-
ical region is considered to ensure that the highly nonlinear behav-
ior of the fluid in that region is captured appropriately.
Comparison of the two EOS models shows that they are in good
agreement in the vicinity of the compressor operating range. The
average relative error in the LK model compared to the SW is
found to be less than 1% in the primary properties, such as den-
sity, and less than 2.5% in the derived properties, such as cp. For
simulations that extend closer to the critical point, however, the
SW EOS model should be used.
NIST’s formulation of the SW EOS model, part of REFPROP
[16], was adopted and incorporated in the CFD solver in the form
of lookup tables. The implementation was tested and validated
through a systematic refinement of the lookup table. It was found
that for the pressure and temperature range of interest there was
no appreciable difference in compressor polytropic efficiency and
pressure coefficient if the table entries were resolved within 0.1 K
in temperature and 0.1 bar in pressure. Two-phase calculations
were conducted using a user-defined model for droplet nucleation
and growth, based on classical nucleation theory and under the
assumptions of heterogeneous nonequilibrium condensation.
More detail is given later, in the Condensation Effects section.
Real Gas Aerothermodynamics
The nonideal state of a fluid gives rise to a set of derived prop-
erties that impact the governing equations of compressible flow
for real gas. Studying the behavior of these properties can help
identify various real gas phenomena and provide insight into the
operation of a compressor stage. One such property is the compres-
sibility factor (Z), which can be interpreted as the deviation of a flu-
id’s real specific volume from the one predicted by ideal gas
theory. The value of Z, however, only gives the magnitude of this
deviation, while the gradients of Z with respect to pressure and tem-
perature determine the behavior of the fluid in thermodynamic
processes. These secondary properties can be related to the isother-
mal and isobaric compressibilities of a fluid by the relationships
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Using Eqs. (1) and (2), the caloric EOS for a real gas in terms
of h(T,p) and u(T,v) can be written as
dh ¼ cpdT þ vð1  bpTÞdp (3)
du ¼ cvdT þ p
bpT
bTp
 1
 
dv (4)
These relationships indicate that whenever Z is not constant
both the enthalpy and the internal energy of a real gas no longer
depend only on temperature. This has important implications in
the derivation of the isentropic relations for real gas. The expres-
sions for the isentropic exponents ns and ms can be written as
ns ¼  v
p
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Detailed derivations of all equations presented here can be
found in Ref. [17]. Another important deviation from ideal gas
theory is observed in the expression for speed of sound for a real
gas. Substituting Eq. (5) in the definition of speed of sound yields
a2 ¼ @p
@q
 
S
¼ v2 @p
@v
 
S
¼ nspv ¼ nsZRT (7)
While analogous to the equations for an ideal gas, the relation-
ships for a real fluid presented so far emphasize the importance of
the gradients of the compressibility factor through the isentropic
exponents. This analogy can be further extended to the relation-
ships between static and stagnation properties. The caloric EOS
can be integrated for a reversible process under the assumption
that ns and ms remain constant between total and static conditions
(equivalent to the assumption of constant c for ideal gas). Away
from the critical point, the variations in the isentropic exponents
are small enough such that an average value between total and
static conditions can be used as an approximation. The validity of
this assumption when approaching the critical point will be further
examined on a canonical test case. The integration of Eqs. (3) and
(4) is described in detail in Ref. [17], and only the final results are
presented here:
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The compressible flow relationships for a real fluid follow the
same form as their ideal gas equivalents, when the general form of
the isentropic exponent is used in the derivations. As a result of
the pressure dependency of enthalpy, the temperature ratio also
features an exponent which reduces to unity in the case of an ideal
fluid. Combining Eqs. (8)–(10) with the real gas EOS yields
another useful relationship for the ratio of the stagnation and static
compressibility factor
Zt
Z
¼ 1 þ ns  1
2
M2
 1msnsns1
(11)
Substituting the compressible flow relations into the one-
dimensional form of the continuity equation and rearranging the
terms yields a general form of the corrected mass flow function
_m
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The real gas compressible flow analysis can be further extended
to assess the effects of area change and shaft work on one-
dimensional internal flow situations. Following the analysis by
Greitzer et al. [18] for an ideal gas, the differential form of the
governing equations of fluid motion and EOS yield a system of
equations that relates the flow field variables dc/c, dT/T, dp/p, and
dq/q to the change in area dA/A and shaft work input dwshaft/(cpT).
Other derived quantities such as da/a and dM/M can be obtained
by considering the definition of speed of sound and Mach number.
The system can be set up as a matrix of influence coefficients,
shown in Table 1.
The dependent variables from the first column can be obtained
by summing the product of the influence coefficients from the cor-
responding row with the independent variables at the top of the
column. Detailed derivation of all the terms can be found in
Ref. [17]. A similar matrix assessing the effects of heat addition
and friction are presented by Cheng et al. [19], although the
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choice of compressibility functions is significantly different. An
important thermodynamic property is the fundamental derivative,
C, which can be related to the curvature of the isentrope in p-v
coordinates through the expression
C ¼ 1 þ q
a
@a
@q
 
S
¼ v
3
2a2
@2p
@v2
 
S
(13)
For an ideal gas, Eq. (13) reduces to C ¼ ðcþ 1Þ=2 and is
always greater than one. Some dense gases however are known to
have regions at supercritical and near critical state where the fun-
damental derivative becomes negative. Under this condition, a
complete inversion of gas dynamic behavior is observed, where
for an expanding flow the speed of sound of the fluid will increase
faster than its velocity causing the Mach number to decrease. The
reverse process also occurs for in an isentropic compression. This
phenomenon has been extensively studied by Thompson [20]. The
fundamental derivative can be estimated by using a central differ-
ence scheme to calculate derivatives of the speed of sound with
respect to temperature and pressure. The fundamental derivative of
CO2 was computed using the LK EOS model and is plotted on a T-s
diagram in Fig. 21 in the Appendix. While accurate estimation of C
could not be obtained in the immediate vicinity of the critical point
due to the uncertainty in speed of sound, the results suggest that
inversion of gas dynamic effects is not a concern away from the criti-
cal point where current supercritical CO2 compressors operate.
The validity of the assumption used to derive the compressible
flow relations can be assessed by examining the behavior of the
isentropic exponent on a T-s diagram. Near the critical point of
CO2, the isentropic exponent exhibits a strong gradient along an
isotherm. As the value of ns approaches 1.4, the value for ideal
gas air, its gradient is significantly reduced. A two-dimensional
converging nozzle is used to assess the error in corrected mass
flow per unit area due to the variation of ns in two expansion
processes shown in Fig. 2.
The stagnation conditions of the first process, representative of
a supercritical CO2 compressor stage, are pt¼ 93.5 bar and
Tt¼ 84 C, where the variation in ns is only 6%. The second pro-
cess is closer to the critical point and expands from the same stag-
nation temperature but from a higher stagnation pressure of
140 bar, such that an expansion to sonic conditions does not reach
the two-phase region. The value of the isentropic exponent at the
stagnation conditions increases to 1.9 and varies by up to 20%.
Several other properties of CO2, including ms, compressibility fac-
tor Z, and compressibility functions bpT and bTp, are also repre-
sented on T-s diagrams in the Appendix.
To obtain the actual value of the corrected mass flow function
at the nozzle outlet, given by the left hand side of Eq. (12), CFD
simulations are performed for several different pressure ratios up to
choke. A free-slip, adiabatic boundary condition is applied to the
nozzle wall to achieve isentropic flow. An average value of ns
between inlet and outlet is used with the right hand side of Eq. (12)
to estimate the corrected mass flow per unit area with the compress-
ible flow relations derived for real gas. The results for the two cases
are plotted against outlet Mach number in Fig. 3. The corrected
mass flow function for ideal gas air is also shown as a reference.
For the lower pressure case (red), the relative error between
CFD (solid) and Eq. (12) (dashed) is about 1% at M¼ 1. The rela-
tive error for the case closer to the critical point (blue) increases
up to 7%. The implications are that away from the critical point,
real gas effects do not impact compressor performance signifi-
cantly since the gradients in both ns and Z (shown in Fig. 1), are
nearly orthogonal to the process. The shift in the corrected mass
flow function as the critical point is approached, however, implies
that the compressor may choke sooner than expected, altering the
matching of the compressor stages.
Stage Matching in Supercritical CO2
A small perturbation in the inlet conditions to the first stage of
a multistage compressor can yield large excursion in operating
conditions of the last stage deteriorating performance and possibly
Table 1 Influence coefficients for real gas compressible
channel flow
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c 1ð ÞFig. 2 Isentropic real gas expansion in a two-dimensionalconvergent nozzle
Fig. 3 Real gas effect on corrected flow per unit area
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leading to surge and/or rotating stall. This effect can be assessed
by examining the change in corrected mass flow per unit area
through the compressor stage. First, a canonical test case is inves-
tigated, comparing the performance of a two-dimensional radial
impeller operating with ideal gas air, ideal gas CO2, and real gas
CO2. This impeller is used to investigate stage matching in super-
critical CO2 without the complexity of three-dimensional flow
features and endwall effects. To preserve dynamic similarity, the
same range of flow coefficients (/) at the same machine Mach
number (MU2) was investigated for the different cases. The results
were compared on the basis of polytropic efficiency and pressure
coefficient, following the polytropic analysis of Schultz [21]. For
all two-dimensional impeller simulations, the machine Mach
number is set to 0.75. The only nondimensional parameter, which
is varied between the different cases, is the stage Reynolds num-
ber. A summary of the four different test cases and the respective
Reynolds numbers is presented in Table 2.
The specific heat ratio for ideal gas air was kept constant at 1.4,
while that of CO2 was modeled as a polynomial function of tem-
perature given in Ref. [22]. The real gas CO2 was modeled with
the LK EOS. The specified temperature and pressure are represen-
tative of the inlet conditions to the first stage of the last block of
an actual CO2 compressor in service. The 2D blade profile is
derived from the radial part of the original 3D blade, preserving the
blade metal angle, the radial location of the trailing edge, and the
blade passage periodicity of 36 deg. The 2D stage also includes
the vaneless space extending up to the cross-over bend. The geome-
try of the stage, along with the flow field at the maximum efficiency
flow coefficient for the real gas case, is shown in Fig. 4.
At these conditions, the gradient of the compressibility factor
for the real gas case is nearly orthogonal to the compression pro-
cess, suggesting that real gas effects do not have a significant
impact on the performance of the stage. The difference in the
Reynolds numbers between the ideal and real gas cases is up to 2
orders of magnitude, but since the only loss source in this test
case is the profile loss, only a weak Reynolds number effect is
observed in the polytropic efficiency of the stage, as shown in
Fig. 5. The excursion in corrected mass flow is shown in Fig. 6,
by plotting the pressure coefficient against the normalized mass
flow function at the stage inlet and outlet for the four cases. While
the real gas inlet and outlet corrected mass flow functions are
slightly shifted due to the smaller range of flow coefficients
investigated, the excursion in corrected mass flow from inlet to
outlet between the four cases is nearly identical.
This indicates that real gas effects have little impact on stage
matching away from the critical point. Since the gradients of the
compressibility factor are almost orthogonal to the compression
process, the value of Z changes by about 2% from inlet to outlet
of the stage. For such a small variation, the performance of the
stage can be accurately modeled with the ideal gas approximation
provided that dynamic similarity is preserved.
At high flow coefficients, the impeller is subjected to large neg-
ative incidence at the leading edge as the stagnation point moves
toward the blade suction side. The resulting local flow accelera-
tion causes a decrease in the static pressure and temperature of the
fluid. For a real gas, the fluid state eventually falls below the satu-
ration line, suggesting the possibility of condensation in the com-
pressor blade passage. Approaching the critical point increases the
possibility of condensation in addition to the larger variations in
thermodynamic properties. These effects are studied independ-
ently through CFD simulations of the CO2 compressor stage
shown in Fig. 7.
The stage consists of a shrouded impeller followed by a vane-
less diffuser and a cross-over bend. At the exit of the vaneless dif-
fuser, the flow is decelerated below M¼ 0.3 so that the flow in the
downstream components can be considered incompressible. More
detail of the compressor design and configuration can be found in
Ref. [4]. The stage inlet pressure is 68 bar, the machine
Mach number is 0.75, the flow coefficient is below 0.01, and the
impeller inlet to outlet radius ratio is 0.44.
To investigate the stage matching closer to the critical point,
the compressor inlet conditions are varied similarly to the 2D noz-
zle study shown in Fig. 2. The inlet conditions for the baseline
case are pt¼ 93.5 bar and Tt¼ 84 C, providing sufficient margin
from the two-phase region. The critical point is then approached
along an isotherm by increasing the inlet stagnation pressure and
two additional cases are investigated at 120 bar and 140 bar. The
machine Mach number for all three cases is set to MU2¼ 0.8, and
the outlet static pressure is varied to obtain the compressor character-
istic. Real gas effects become more prominent near the choke limit
of the stage. A reduction of up to 9% in the choke margin and an
increase of up to 5% in the swing between inlet and outlet corrected
mass flow per unit area is observed. The performance parameters are
normalized by their design values and presented in Figs. 8 and 9.
The very large negative incidence angle near choke conditions
causes the flow to become supersonic as it accelerates around the
leading edge. This effect is more prominent near the shroud as the
flow turns from axial to radial. The Mach number contours along
a meridional plane at 85% span, shown in Fig. 10, reveal a
Table 2 2D radial impeller simulation matrix
Fluid Inlet condition Re number
1 Ideal gas air Atmospheric 105
2 Ideal gas air Tt¼ 55 C, pt¼ 68.3 bar 5 106
3 Ideal gas CO2 Tt¼ 55 C, pt¼ 68.3 bar 5 106
4 Real gas CO2 Tt¼ 55 C, pt¼ 68.3 bar 107
Fig. 4 2D radial impeller flow field at MU250.75 and design
flow coefficient for real gas CO2
Fig. 5 Polytropic efficiency of the 2D radial impeller at
MU25 0.75
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shock-induced separation region separated from the main flow by
a strong shear layer. A detailed investigation of the shear layer
indicates an inflection point in the velocity profile, corresponding
to a local maximum in the vorticity profile, which is a necessary
condition for a Kelvin–Helmholtz type instability. While shear
layers with an inflection point can be stabilized by viscosity,
supercritical CO2 compressors operate at significantly higher
Reynolds numbers. Unsteady CFD simulations show weak vorti-
ces shed from the impeller trailing edge creating pressure pertur-
bations that travel upstream and causing a disturbance in the shear
layer. After just one impeller revolution, the vortex sheet rolls up
and begins to shed discrete vortices as shown in Fig. 11.
Fig. 6 Excursions in corrected mass flow from inlet to outlet of the 2D radial impeller
Fig. 7 Supercritical CO2 compressor stage
Fig. 8 Reduction in choke margin of compressor when
approaching the critical point
091003-6 / Vol. 137, SEPTEMBER 2015 Transactions of the ASME
Downloaded From: http://turbomachinery.asmedigitalcollection.asme.org/ on 04/11/2018 Terms of Use: http://www.asme.org/about-asme/terms-of-use
Condensation Effects
The problem of condensation in turbomachinery has been stud-
ied extensively for steam turbines, where significant amount of
the flow undergoes a phase change as it expands through the tur-
bine stages. This phenomenon, however, is uncommon in com-
pressors where the compression process occurs away from the
two-phase region. Nevertheless, conditions for condensation can
be attained due to the local flow acceleration near the leading
edge of the impeller. In this region, the static pressure and temper-
ature of the fluid decrease significantly and eventually fall below
the saturation curve, as shown in Fig. 12.
The objectives of the present study are to establish a nondimen-
sional criterion that determines the relative importance of two-
phase flow effects in these situations and to assess the impact of
condensation on the candidate compressor stage performance.
This is done applying classical nucleation theory, under the
assumption of nonequilibrium heterogeneous condensation.
The classical nucleation model described by McDonald [23] is
commonly used to define condensation in gas turbines. The rate of
nucleation is defined by
J ¼
ﬃﬃﬃﬃﬃﬃﬃﬃ
2r
pm3
r
q2v
ql
" #
e 
DG
kT
 
(14)
where m is the mass of a single molecule, k is the Boltzmann con-
stant and DG represents the Gibbs free energy barrier to nuclea-
tion. The latter can be written under the assumption of spherical
droplets as
DG ¼ 4
3
pr2r (15)
with
r ¼ 2r
ql½gðpv;TÞ  gðps; TÞ
(16)
where g is the specific Gibbs free energy and r is the surface ten-
sion. This energy barrier is lower near solid surfaces. The free
energy needed for heterogeneous nucleation can be modeled as
the product of that for homogeneous nucleation and a function, f,
of the contact angle h defined as
Fig. 9 Excursions in corrected mass flow per unit area
between inlet and outlet of the compressor stage
Fig. 10 Relative Mach number field at 85% span for inlet
stagnation pressure of 140bar and u/ud51.36
Fig. 11 Vorticity field for inlet stagnation pressure of 140bar
and u/ud5 1.36 after one impeller revolution
Fig. 12 Supersonic patch due to negative incidence at impeller
leading edge for high flow coefficient leads to thermodynamic
state below saturation
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f ðhÞ ¼ 2  3 cos hþ cos
3 h
4
(17)
Because the CO2 in the last compressor block is estimated to be
99.8%, only homogeneous condensation is considered for the bulk
phase, while the heterogeneous condensation model is used near
the compressor endwalls and the contact angle is assumed to be
30 deg.
Experimental evidence shows that during rapid expansion liq-
uid droplets generally do not form at saturated conditions [24]. In
fact, nucleation in high-speed flows usually occurs under sub-
cooled conditions, which are needed to overcome the energy barrier
before a spontaneous condensation leads the fluid back to nearly
equilibrium conditions. The nonequilibrium state is often referred
as metastable phase and is characterized by finite temperature
differences and a thermodynamic relaxation loss [24].
The definition of the vapor Gibbs free energy in nonequilibrium
condensation requires an estimation of the fluid properties at met-
astable conditions. As metastable properties have not been meas-
ured experimentally, this is usually addressed by extrapolating the
gas properties onto the liquid domain. A similar technique has
been used extensively in the past to model nonequilibrium con-
densation for water vapor in steam turbines, leading to the con-
struction of the IAPWS-97 database [15]. However, to the
authors’ knowledge, no such database has been published for CO2
at high pressures. In this study, a cubic extrapolation of the SW
EOS is used to extrapolate the gas properties onto the liquid
domain, as shown for example in Fig. 13, for enthalpy. Here, the
spinodal limit is not marked because it is not implemented in the
model. In all simulations, the thermodynamic properties of super-
critical CO2 never reach the spinodal limit.
All two-phase calculations were carried out with the commer-
cial CFD program ANSYS CFX 14. The solver adopts two addi-
tional models for the disperse phase, a nucleation model, which
determines the droplet formation, and a droplet-growth model,
which describes the development of the droplet size and defines
the wetness function. These models are incorporated into the
mass, momentum, and energy conservation equations via source
terms. The model does not assume the flow to instantaneously
reach equilibrium conditions, and therefore implicitly includes
losses due to thermodynamic irreversibility. The program uses an
Eulerian–Eulerian approach to describe the continuous and dis-
perse phases and solves for the gas phase variables using a
coupled solution for mass and momentum. More detail of the
numerical formulation is provided in Ref. [15].
The two-phase calculations show a negligible fraction of liquid
CO2, suggesting that condensation does not occur. It is therefore
found that the computed mass fraction of condensed CO2 is not
sufficient to have an impact on the compressor performance and
stability. The implication is that two-phase flow simulations are
not required as long as the EOS model is amended with the meta-
stable properties of the fluid. This is further investigated through a
time scale analysis.
There are two relevant time scales that govern the condensation
process. One is the time required for stable droplets to form and
can be defined from the rate of nucleation as
tn ¼ 1
JmaxV
(18)
where V is the volume of condensing CO2, shown in Fig. 14, and
Jmax is a volumetric nucleation frequency constructed using the
maximum nucleation rate J given in Eq. (14) and the number of
condensing nuclei. The other time scale is the residence time of
the flow, which is defined as
tr ¼ l
Cave
(19)
where l is the length of the condensing volume along the blade’s
camber line and cave is the average flow velocity.
For the candidate compressor stage at supercritical operating
conditions, the time scale ratio is found to be tr/tn¼ 0.01, meaning
that the time required for stable liquid droplets to form is signifi-
cantly larger than the residence time of the flow inside the nucleat-
ing region. As a consequence, the level of supersaturation, defined
as s¼P/Pv, of the fluid is not large enough to induce significant
phase change. The implication for the compressor is that conden-
sation due to local flow acceleration around the impeller leading
edge is not a concern at the current stage operating conditions.
The analysis is extended to different inlet states progressively
approaching the critical point, as shown in Fig. 15. Doing so, the
expansion across the saturation line becomes more significant
while the surface tension of the fluid asymptotically goes to zero.
This suggests a significant increase in the nucleation rate such that
tr/tn might become unity. Moreover, the spinodal lines, which
limit metastable conditions, are closer to the saturation line near
the critical point, making nucleation more likely to occur. The
CFD analysis shows tr/tn 1 for the cases away from the critical
point.
Fig. 13 Enthalpy of CO2 based on EOS model (top) is extrapo-
lated to define the gas property for the metastable phase
(bottom)
Fig. 14 Volume of metastable fluid at impeller leading edge for
candidate CO2 compressor
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At the critical point, the determination of the timescales
becomes challenging. Due to the increased coalescence of the
molecules, Eq. (14) is expected to underestimate the nucleation
rate. The accuracy of the EOS models also greatly diminishes in
the proximity of the critical point, leading to larger errors.
Although the CFD analysis reveals that condensation is not likely
to occur due to the small residence time of the fluid relative to the
nucleation time, the numerical simulation models need to be sup-
plemented by experimental measurements. This is the objective of
current work, where a laboratory scale experiment is being
conducted to investigate real gas effects and condensation of
supercritical CO2 near the critical point.
Summary and Conclusions
This paper presents a comprehensive assessment of real gas
effects in supercritical CO2 compressors. While the main focus is
on investigating the root cause for performance and stability
issues near the critical point, the proposed framework serves as a
foundation for the advanced studies of the internal flow behavior
of real fluids.
A qualitative analysis from first principles is used to identify
potential mechanisms for performance and stability deterioration
before conducting numerical simulations to quantify their effects
on a candidate centrifugal compressor stage representative of typi-
cal CCS and EOR compressors. The compressible flow relations
and the influence coefficients for one-dimensional real gas chan-
nel flow were derived. These were used to assess trends in the gas
dynamic behavior of real fluids, such as the inversion of gas
dynamic effects and the variations in corrected mass flow per unit
area. The behavior of real gas properties, such as the compressi-
bility factor Z and the isentropic exponent ns, was examined to
identify the thermodynamic conditions where real gas effects are
expected to be prominent.
It is found that in the range of typical S-CO2 compressor operat-
ing conditions the fundamental derivative remains positive,
implying that inversion of gas dynamic effects is not a concern.
Approaching the critical point, the compressor choke margin is
reduced by 9% due to the increase in the isentropic exponent. Fur-
thermore, the excursion in corrected mass flow per unit area
increases by 5% impacting the matching of downstream compo-
nents. Moreover, at high flow coefficients, the local flow accelera-
tion around the impeller leading edge causes the thermodynamic
conditions to fall below the vapor-pressure curve. A nondimen-
sional criterion was established that determines whether conden-
sation might occur. This criterion relates the time required for
stable liquid droplets to form, which depends on the expansion
through the vapor-pressure curve, and the residence time of the
flow under saturated conditions. Two-phase flow effects can be
considered negligible when the ratio of the two time scales is
much smaller than unity. Two-phase calculations of a candidate
compressor revealed that the nucleation time scale ratio is indeed
much smaller than unity for the operating conditions characteristic
of CCS compressors, indicating that condensation is not a
concern.
While the variation in real gas properties and the flow expan-
sion through the vapor-pressure curve are assessed independently
in this study, both mechanisms are expected to be more prominent
in the immediate vicinity of the critical point. Numerical simula-
tions were used to investigate their simultaneous effect on the
compressor performance. However, the singular behavior of ther-
modynamic properties at the critical point prevents the numerical
schemes from capturing important gas dynamic effects. The clas-
sical nucleation theory, on the other hand, might not provide an
accurate description of the phase change processes occurring in
this region. These limitations require experimental assessment. As
such a laboratory scale experiment with supercritical CO2 is
currently underway to validate the concepts and methods pre-
sented in this paper and to support the modeling capabilities in the
vicinity of the critical point.
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Nomenclature
a ¼ speed of sound
A ¼ area
b2 ¼ impeller width
c ¼ velocity
cp ¼ isobaric specific heat capacity
cv ¼ isochoric specific heat capacity
d2 ¼ impeller diameter
g ¼ specific Gibbs free energy
G ¼ Gibbs free energy
h ¼ specific enthalpy
hþs ¼ equivalent sand grain roughness
J ¼ nucleation rate
k ¼ Boltzmann’s constant
l ¼ length scale
m ¼ molecular mass
M ¼ Mach number, U2/at,0
_m ¼ mass flow rate
ms ¼ isentropic temperature exponent
MU2 ¼ machine Mach number
n ¼ polytropic exponent
ns ¼ isentropic pressure exponent
p ¼ pressure
r ¼ radius
R ¼ gas constant
Re ¼ stage Reynolds number, (U2b2)/t,0
s ¼ entropy
T ¼ temperature
tn ¼ nucleation time
tr ¼ residence time
u ¼ specific internal energy
U2 ¼ impeller tip speed
v ¼ specific volume
V ¼ volume
wp ¼ specific polytropic work
Z ¼ compressibility factor
bp ¼ isobaric compressibility
bT ¼ isothermal compressibility
c ¼ ratio of specific heats
Fig. 15 Analysis of condensation approaching critical point
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C ¼ fundamental derivative
gp ¼ polytropic efficiency
h ¼ contact angle
lp ¼ pressure coefficient
 ¼ kinematic viscosity
q ¼ density
r ¼ surface tension
u ¼ flow coefficient, _m/(pqt,0U2(d2/2)2)
Appendix
The thermodynamic properties of CO2 represented on the T-s
diagrams shown in Figs. 16–21 are obtained with the LK EOS.
The range of thermodynamic states is between 15 bar and 700 bar
in pressure and from 25 C to 200 C in temperature. The isobars
and the isenthalps are kept the same in all diagrams. Additional
diagrams can be found in Ref. [17].
Fig. 16 Contours of compressibility factor
Fig. 17 Contours of compressibility function bpT
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Fig. 18 Contours of compressibility function bTp
Fig. 19 Contours of isentropic pressure exponent ns
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Fig. 20 Contours of isentropic pressure exponentms
Fig. 21 Contours of fundamental derivative
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